


Other Fabrics

Enduro Mesh

Designed originally for motorbike wear, this exceptional fabric offers great abrasion resistance,
breathability, and drainage. Furthermore, its soft handling flexibility belies its toughness. This means
that stress is not concentrated along the edges of panels, something that causes a lot of wear and
tear on waterproof fabrics reinforced with other materials.

Products: Rapid Semi-Dry Trousers, Venom, Airscrew, Throwlines, Hornet

Cordura®

Also originally designed for motorbike wear, this special type of hi-tensile nylon is incredibly abrasion
and tear resistant. We have used it for decades as the outer fabric for our buoyancy aids because of
it's proven track record for durability in and out of the water. We’re so impressed by it, there isn’t a
buoyancy aid in this years range that doesn’t use it.

Products: Rivermonster, Explorer, Ranger, Traveller, NKE Buoyancy Aid, Throwlines, Hornet

Softcore Thermal Technology

This infamous fabric in the Nookie range is used in our base layer thermals. It boasts UPF 30 sun
protection in a four way stretch fabric for fantastic fit. The fluffy brushed inner side offers warmth, wind
protection, wicking properties and climate control in the softest most comfortable fitting thermal you
will ever buy. And not to forget, it is machine washable and exceptionally quick drying.

Products: Thermal Base Softcore, Iceman, Shadow Jacket

Polartec® Classic 100 Recycled

Polartec® Classic fabrics are the reference standard for lightweight, warmth & breathability. This is
the original fleece offering unparalleled durability & quality. Polartec® Classic fabrics have been the
primary insulation layer of choice among experienced outdoor enthusiasts for nearly three decades.
Polartec® Classic 100 weight fabrics are excellent for a warm first layer or lightweight sweater. Ideal
for wear under a drysuit or shell garments. This Polartec® Classic 100 fleece not only provides
warmth without weight but is breathable & durable, dries quickly and is a great styling option for
virtually every end use. This fabric contains at least 50% recycled content, saving natural resources
and energy while reducing CO? emissions.

How does it work? - The 100% Polyester velour construction creates air pockets that trap air and
retain body heat. Unlike other fleece fabrics, Polartec® Classic 100 maintain their insulating ability and
non-pilling appearance after repeated laundering.

Products: Iceman, Thermalcore100



Warranty / Guarantee Information

Nookie offer a one year guarantee on all their products against faulty workmanship and materials.
This guarantee is valid to the original retail consumer purchaser only and a proof of purchase will be
required.

If a product is found to be defective due to a manufacturing failure Nookie will repair or replace, at
their discretion, any defective part.

To receive a free EXTENDED ADDITIONAL YEAR'S WARRANTY on workmanship you must register
your purchase within 6 months of the original date of receipt using the online form. Warranties are
valid provided the product was purchased as first quality originally.

The product must be sent directly to Nookie (carriage paid by you) together with the completed
RETURNS FORM.

This guarantee does not cover normal wear & tear, nor damage resulting from abuse, alteration or
unauthorised repair. Latex seals and fabric socks are not covered under this guarantee due to their
vulnerable nature. Clothing must be clean and dry before being sent back for warranty or repair work.
Wet, dirty or stinking products will not be repaired and returned to the sender. Please allow up to 21
days for items to be returned.

This guarantee does not affect your statutory rights.
Postage is not free - it is your responsibility to pay for the cost of shipping the product to Nookie.

THE CUSTOMER WILL NEED TO KEEP THEIR ORIGINAL RECEIPT AS
PROOF OF PURCHASE TO VALIDATE THE WARRANTY.

Repairs

Nookie can repair rips, splits and taping problems or replace latex, socks and zips on any Nookie,
Delta or NKE product. In fact nearly anything is possible. Prices will be given upon inspection.

Return Address

Nookie Returns Department
Unit 1 Delaware Industrial Estate
Delaware Road
Gunnislake
Cornwall
PL18 9AR
United Kingdom

Tel: +44 (0) 1822 832 333
Fax: +44 (0) 1822 832 123



Product Care

Drysuits, Jackets and Trousers

Your dry-wear has been constructed with waterproof fabric, waterproof zips, sealed seams and latex
dry seals in order to exclude water entry to the garment. However, you must be aware that various
factors can cause water ingress at any time and you should be appropriately dressed and prepared for
this eventuality. Always wear a good quality thermal base-layer and socks under your suit, and other
watersports-specific thermal layers if appropriate.

Rinse and Dry

- Always rinse your waterproof garments in clean, fresh water after every use. Your
perspiration contains bacteria, so does dirty water, these will multiply and eat your
equipment if allowed to thrive.

- Air dry your waterproof garments away from sunlight and direct heat sources (do not leave
on a radiator or in an airing cupboard). Extreme temperatures will damage the clever
waterproof and breathable membrane and can cause delamination. Machine washing, sun
drying, cars in hot weather are all big no-no’s.

- DO NOT leave your waterproof garments damp or wet for long periods of time. This can
cause mildew and mould and ultimately will delaminate the fabric and cause it to fail.

Storing

- Store in a cool, dry place away from sunlight, oil-based substances and chemicals.
- DO NOT leave your waterproof garments screwed up in a dry bag. Loosely fold or hang
your waterproof garments and avoid unnecessary compression.

Avoid

- Avoid contaminating your waterproof garments with oil-based substances, sunscreen
and insect repellent. Oils, chemicals and fuels will damage the technical fabric.

- Make sure your waterproof garments are cleared of abrasive dirt or dried salt before
each use. If salt water dries it leaves super abrasive crystals which will destroy your
product from the inside next time you use it.

- UV is very bad, using a product in the sun is one thing, leaving it in the sun is quite
another. Keep in the shade when not in use, and never expose the lining material or
latex seals to excessive direct sunlight.

Drysuit

After putting on the suit, ensure that the zips are fully closed and sealed. Vent trapped air out from
the neck and be ready to do so again if conditions change. Swimming in a drysuit can be extremely
dangerous. Make sure you understand about air venting, and always wear a buoyancy aid, before
going near the water. It is the nature of the paddlesports for which the drysuit is designed that your suit
may incur significant wear and tear. Whether the fabric wears through from the outside or the inside
this can be repaired with glue and a patch of any nylon waterproof fabric. The suit has been tested at
the factory to ensure that it is supplied leak free. If the suit begins to leak at one of the seams due to
flexion induced tape lift, or on the fabric itself due to puncture or wear, you can easily repair this using
the glue. Use only a thin layer of glue - a thick blob will cause a stress concentration and subsequent
extreme wear of the surrounding area.

When transporting the suit make sure that you keep the zips straight. Roll the drysuit up from feet to
chest and gently wrap the shoulders (with the zip) around the bulk of the suit to avoid creasing or
putting the zip under unnecessary stress.



Product Care

Latex Seals

Cut down the latex neck seal with a sharp knife or scissors to provide a comfortable fit. Instructions for
doing this can be viewed at www.nookie.co.uk Please note that a latex seal does not have to be super
tight in order to remain dry. Put on the garment carefully using a free hand to help open the latex seals
and work them over your head/hands. Do not drag the seals over your skin while holding the fabric as
this places undue strain on the construction and will cause leakage. It is advisable to condition your
latex with Seal Saver (available in our online store; www.nookie.co.uk) to encourage durability and
longevity of the seals. In common with all other manufacturers we are not able to offer a guarantee on
our latex seals, but in the unlikely event that you break one, we can replace it for a nominal charge -
full details at www.nookie.co.uk

Plastic Zips - TIZIP MasterSeal®

The TIZIP MasterSeal® is easy to operate, and pressure tested to 500 mbar. Heavy or sharp

bending or twisting may cause leakage or permanent damage. Please try to avoid. It is highly resistant
to damage caused by dirt or sand. However if dirt or sand are present, the zipper should be cleaned
with fresh water. Dirt particles can affect the sealing function if they get caught between the chain
profiles. The cleanliness of the chain area should be thoroughly checked prior to every use.

It is also provided with a tube of lubricant, please use regularly to maintain the zip. TIZIP Masterseal®
zippers need to be lubricated on the docking end from time to time. Carefully apply the lubricant over
the docking end surfaces on front and back and inside where they connect to the zipper chain. Repeat
before long term storage, leaving the slider closed when dry. Warning: excessive lubricant may stain
fabrics.

Brass Zips - BDM

The brass BDM zips on the original Assassin drysuit, like any super technical item need to be properly
looked after. Zippers should be rinsed in clean fresh water after every use. The zipper should,
periodically, also be cleaned and lubricated with Zip Oil or Zip Wax to ensure easy operation of the
slider. The precise timing of this cleaning depends on the rate of usage of the zipper. However, note
that whenever the slider resistance feels higher than usual, clean and lubricate the elements. Leave
zip open for long term storage.

Very Important
DO NOT CREASE OR FOLD THE ZIPS AT ANY TIME - FORCING THE ZIPS TO BEND CAN BREAK
THEM AND ARE VERY EXPENSIVE TO REPLACE. ZIPS BROKEN BY FOLDING OR USE OF
EXCESSIVE FORCE ARE NOT COVERED BY OUR MANUFACTURERS WARRANTY.

Throwlines / Polypropylene Rope

Polypropylene line has a relatively low melting point. Care should be observed if used in conjunction
with friction devices. To avoid abrasion damage to the line, always rinse and clean after use and avoid
standing on the line at any time. Any grit that is pressed in to the line will cause abrasion damage to
the centre of the line when it is put under load. Always rinse the throwline after use with fresh water
and dry. This will stop corrosion to the press-studs and also salt crystals building up and causing
abrasion. Drying is important to avoid mildew. Do not dry in direct sunlight. Inspect the line by running
it through your hands to feel any inconsistencies and visually check for signs of damage. Always dry
and store the product out of direct sunlight because ultra violet light will damage the line. Store the
line coiled and out of the bag, then whoever uses it next will know it has been packed correctly. Avoid
contact with petroleum products; the line can be damaged from the inside.






Garment Size Chart

1. Chest

Measure the chest around the fullest part, placing the tape
close under the arms making sure the tape is well up at the
back over the shoulder blades.

2. Waist

Measure around the natural waistline, at the point your
waistband or belt usually fits (unless you wear your trousers
round your bum, then you'll just have to bend to the side and
see where you crease, that's your waist).

3. Inside Leg

Measure from the top of the inside leg at the crotch to where
the trouser hem is to sit on the shoe/bottom of the ankle,
alternatively you can measure a trouser that fits you well.

4. Arm

This is taken from the neck point (the collar seam on the
shoulder line) along the shoulder and down the outer sleeve
to the wrist.

Gj;__:



Buoyancy Aid / PFD Size Chart
50N Jacket (EN393 and ISO 12402)
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love Size Chart Sock Size Chart

1. Circumference

Measure around your hand at the widest part of your palm.
2. Finger Tip to Palm

Measure from the tip of your longest finger to the base of
your palm at the wrist.



Spraydeck Size Chart @

Waist

Measure around the natural waistline, at the point your waistband or belt usually fits (unless you wear
your trousers round your bum, then you'll just have to bend to the side and see where you crease,
that's your waist).

Neoprene Waist Size Chart Fabric Waist Size Chart
Size Waist Size Waist
Extra Small 26 - 30 One Size > 42"
(XS) 66 - 76cm > 107cm
Small/Medium 28 - 34” Small/Medium > 34"
(SM) 71-86cm (SM) > 87cm
e i
2 81-102 cm g > 107cm
(LXL) (LXXL)
Deck

Measure all the way round under the cockpit rim using a tape measure or piece of string. Compare the
circumference measurement to the chart below. Some spraydecks come in two or three waist sizes,
there is some overlap in these sizes, it depends how tight a fit you prefer

Neoprene Deck Size Chart Fabric Deck Size Chart
Sz CECURfeence Lenaty Size Circumference Length
Ocean 155 - 180cm 55 - 65cm

Keyhole 150 - 210cm 60 - 85cm

Small 180 - 205cm 65 - 75cm
Big 205 - 230cm 85 - 95cm
Keyhole 195 - 225cm 75 - 85cm

Extra Big 225 - 260cm 95 - 110cm
Big 205 - 235cm 85 - 95cm

Extra Big 225 - 250cm 95 - 110cm

1. Put your deck on. 2. Pull your deck off.

Put the shockcord/bungee under the cockpit rim at the back  Find the release handle and pull forwards (to the front of
and ease the edges round. Stretch the front of the deck over the boat) and up from the cockpit rim.

the cockpit and make sure the release strap is accessible.
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on the products in our
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